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Issued to: JACKSON CORP 
 3447 UNION PACIFIC AVE 

LOS ANGELES, CA 90023 USA 

Panic Hardware This is to certify that 
representative samples of 

Model Descriptions:  Panic hardware, vertical rod, top single point latching, Series 
GT70. Grade 1 panic hardware. 
 
Series GT70 also comply with ANSI/BHMA A156.3-2001, Grade 1 requirements in 
the following finishes:  
  

Finish Base Material BHMA 
Designation 

Bright Stainless Steel Stainless Steel 629 
Satin Stainless Steel Stainless Steel 630  

  

Have been investigated by Underwriters Laboratories Inc.® in accordance 
with the Standard(s) indicated on this Certificate. 

Standard(s) for Safety: The basic standards used to investigate products in this category are ANSI/UL 305, 
"Panic Hardware," ANSI/BHMA A156.3-2001, "Exit Devices," and CAN/ULC-
S132-1993, "Standard Method of Tests for Emergency Exit and Emergency Fire 
Exit Hardware."  

Additional Information: See UL On-line Certification Directory at www.ul.com for additional information. 

Only those products bearing the UL Listing Mark for the US and Canada should be considered as being covered by UL's 
Listing and Follow-Up Service meeting the appropriate requirements for US and Canada. 
The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and “US” identifiers:   

 the word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category name 
(product identifier) as indicated in the appropriate UL Directory. 

Look for the UL Listing Mark on the product 
 
 

William Carney 
Director, North American Certification Programs 
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